
MACH 110 Race Fuel DANGER!
For off road use only. Do NOT use on public highways.

Keep out of reach of children. Do NOT siphon by mouth! May cause 
CNS depression. Harmful or fatal if swallowed. Can enter lungs and 
cause damage. Vapor harmful. Causes eye and skin irritation. May 
cause child birth defects. Toxic to aquatic organisms. Wear protec-
tive gear and clothing when handling.

CONTAINER WARNING
Do not use pressure to empty. Do not cut, drill, grind, weld, or 
pressurize container because fire, explosion, or release of harmful 
fumes may occur. A static electric charge can develop from handling 
and use, may cause flash fire and/or explosion. The container, 
operator, and nearby equipment should be grounded. Empty 
containers may retain product residues (vapor, liquid, or solid), 
therefore observe all label precautions when handling

FIRST AID PROCEDURES
EYE CONTACT: Flush with water immediately. Remove contact lenses, if worn, after 
initial flushing. Seek medical attention if irritation persists.
SKIN CONTACT: Remove contaminated clothing and shoes. Wipe excess from skin. 
Flush with soap and water. Seek medical attention if irritation persists.
INGESTION: Do not induce vomiting. Give the person a glass of water or milk to drink 
and seek immediate medical attention. Never give anything by mouth to an uncon-
scious person.
INHALATION: Move victim to fresh air. Give oxygen if breathing is difficult. Seek 
medical attention if coughing or respiratory discomfort occurs.
FIRE: Use water fog, regular foam, dry chemical or carbon dioxide. Do NOT use a 
direct stream of water. Product will float and may re-ignite.
SPILL OR LEAK: Eliminate sources of ignition in vicinity of spill or released vapor. 
Stop the source of the release if you can do so without risk - contain release to 
prevent contamination of soil, surface water or gound water. Keep out of reach of 
sewer and water systems. Dispose of all spills debris and contaminates soil according 
to State, Local, or Federal regulations.
PROP 65 WARNING: The following detectable components of this product are 
substances or belong to classes of substances known to the State of California to 
cause cancer and/or reproductive toxicity: benzenamine CAS# 62-53-3

Extremely flammable liquid and 
vapor may cause flash fire.

FOR PRODUCT INFORMATION CONTACT GULF RACING FUELS 800-600-GULF(4853)

See Material Safety Data Sheet for further details regarding this product.

 

UN1203
Unleaded and Ethanol Free

UN1203, Gasoline,
Class 3, PGII

MACH 110 is a 110 octane (R+M/2)  unleaded racing fuel for racers 
who run high-compression/high-power engines. 

Motor Octane 105, R+M/2 110, 


